
BIOS UPDATE INSTRUCTIONS FOR EFI Shell: 
 
1. Please extract the zip file to a bootable USB flash drive that use FAT/FAT32 format  

2. Insert USB flash drive to system for BIOS upgrade.  

3. Power on system and boot to Build-In Shell  

 

 



 
4. Enter your USB filesystem, like “fs0:” or “fsx:”, “x” is your USB filesystem 
number  

 
 
5 Execute “F_ALL.nsh” for BIOS update 

 
 
6 After bios flash finish, system must shut down PSU to have the changes take 
effect.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

1. Unzip afuwin64.7z to windows OS folder。 

2. I. Execute f.bat by administrator access right. or 

  II. Open the command prompt window to execute f.bat by administrator 
access right. 

 



 

2. Unzip afuwin64.7z to windows OS folder。 

2. I. Execute f.bat by administrator access right. or 
  II. Open the command prompt window to execute f.bat by administrator access 
right. 

 
 



 
 
 
 
 
 
 
 

BMC UPDATE INSTRUCTIONS 
 
1. Dedicate / ShareNIC LAN port should be connected Network Lane. 
2. Server Mgmt--> BMC network configuration 

 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
3. You can see IP address in LAN Channel 2 / LAN Channel 8 
P.s. If you can’t see Ip address, please follow STEP 13. 

 
 
 
 
 
4. Enter Ip address on your Browser. 
Note : address is https://your ip 

https://your/


 
 
 
 
5. Click “Maintenance” and “Firmware Update” 

 
 
6. If your BMC Version is 15.01, when you update you’ll need upload a key. 

 

 



 
 
 
 
 
 
 
 
 
7. Select “Update Type ” to BMC, upload BMC file(*.ima_enc), and then click “Start 
firmware update”  

 
 
 
 
 
8. Select to preserve all configuration or not 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
9. Click”OK” 

 



 
10. Select module section “Project Name” to upgrade 

 
 
 
 
 
 
 
 
 
 
 
11. Click “OK” 

 



 
12. Click “OK” 

 
 
 
 
 
 
 
 
 
 
 
If you can’t see Ip address, please follow below step. 
13. Set Configuration Address source to DynamicBmcDhcp, and reboot. 



 
14. Or Set Configuration Address source to Static. 
Please noted. IP & console side should be same subnet mask. 

 


