BIOS UPDATE INSTRUCTIONS FOR EFI Shell:

1. Please extract the zip file to a bootable USB flash drive that use FAT/FAT32 format
2. Insert USB flash drive to system for BIOS upgrade.

3. Power on system and boot to Build-In Shell
Aptio Setup Utility - Copyright (C) 2018 American Megatrends, Inc.

Boot mode select [UEFT]
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UEFI: Built-in EFI Shell
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4. Enter your USB filesystem, like “fs0:” or “fsx:”, “x” is your USB filesystem
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AMI Firmware Update Utility vS5.10.01.1670
Copuright (C)2018 American Megatrends Inc. All Rights Reserved.

<Reading flash (ciive..civeees OXO00BB000 (3%)

6 After bios flash finish, system must shut down PSU to have the changes take
effect.



1. Unzip afuwin64.7z to windows OS folder -

» This PC » Documents » Documents » server » WD12F1 » Windows » afuwingd
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2. |. Execute f.bat by administrator access right. or

[I. Open the command prompt window to execute f.bat by administrator
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2. Unzip afuwin64.7z to windows OS folder -

» This PC » Documents » Documents » server » WD12F1 » Windows » afuwingd
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2. |. Execute f.bat by administrator access right. or
Il. Open the command prompt window to execute f.bat by administrator access

right.
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BMC UPDATE INSTRUCTIONS

1. Dedicate / ShareNIC LAN port should be connected Network Lane.
2. Server Mgmt--> BMC network configuration

Aptio Setup Utility - Copyright (C) 2019 American Megatrends, Inc.

» EBHC network configuration



3. You can see IP address in LAN Channel 2 / LAN Channel 8
P.s. If you can’t see Ip address, please follow STEP 13.
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Configuration Addr

4. Enter lp address on your Browser.

Note : address is https://your ip
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5. Click “Maintenance” and “Firmware Update”
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6. If your BMC Version is 15.01, when you update you’ll need upload a key.

. Firmware Information

. 15.01. 168200

Oct 24 2018 11:40:09 CST

Host Online

Uploaded signimage Public Key Info
Tue Feb 4 02:30:58 2020

MNew signlmage Public Key

Choose File |public.pem



7. Select “Update Type ” to BMC, upload BMC file(*.ima_enc), and then click “Start
firmware update”

Select Firmware Image

Choose File |GA-C621-SU8_1.0_F1.4.0_BMC.ima_enc

Start firmware update

8. Select to preserve all configuration or not



= A oSync  CRefresh A admin ~

# Home - Maintenance - Firmware Update

Firmware Update

Note:
Following are the Firmware update methods and components supported in this page.
 BMC Firmware update.
Update Type: BMC -
Select Firmware Image

Browse.. SD8vF2.ima_enc

Protocol Type: HTTPS

serve all Configuration. This will preserve all the configuration settings during the firmware update -
pgfftive of the ked as p ]| inthe table below.

All configuration items below will be preserved as default during the restore configuration operation. Click "Edit
Preserve C. " to modify v settings.

Edit Preserve Configuration

S.No Preserve Configuration Item Preserve Status
1 SDR Overwrite
2 FRU Overwrite
3 SEL Overwrite

9. Click”OK”

We will start the firmware upgrade now. You will not be able to access BMC until it flashes and restarts.
Do you want to continue?

Cancel




10. Select module section “Project Name” to upgrade

13

Uploaded signimage Public Key Info
Fri Dec 2803:53:42 2018

New signimage Public Key

Section Based Firmware Update
Al the module section versions in the existing image and uploaded image is same.

Version Comapre Flash Full Flash
Section Name Existing version Uploaded version Upgradable/Non-Upgradable
boot 12.0.000000 12.0.000000
conf 12.0.000000 12.0.000000
bikupcont 12.0.000000 12.0.000000
oot 12.0.000000 12.0.000000
osimage 12.0.000000 12.0.000000
W 12.0.000000 12.0.000000

gigabyte 200178614 20178614 D

o upleading 100

WARNING:Please note that after entering the update mode, the widgets, other web pages and services will not
work. All the open widgets will be automatically closed. If ancelled in the middle of the wiz
the device will be reset only for BMC and BOOTAPP components Firmware update.

11. Click “OK”

Clicking 'OK' will start the section based upgrade operation of the firmware. Only selected sections of
the firmware will be updated. Other sections are skipped.

NOTE: Before starting flash operation, you are advised to verify the compatibility between image
sections. Do you wish to proceed?

Cancel




12. Click “OK”

Firmware reset has been called. Close the current session, and open a new session after a couple of
minutes.

Prevent this page from creating additional dialogs

If you can’t see Ip address, please follow below step.
13. Set Configuration Address source to DynamicBmcDhcp, and reboot.
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Configuration Address source [Unspecified]

—— Configuration Address source
Unspecified
Static
DynamicBmcOhecp
DynamicBmchonDhcp

14. Or Set Configuration Address source to Static.
Please noted. IP & console side should be same subnet mask.
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Conf igurat ion Address source [Unspecif ied]

—— Configuration Address source
Unspecified
Static
DynamicBmeDhop
DynamicBmeNonDhcp




