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Start Guide

If the BMC Version is 15.01, please update BMC FW first.

. Firmware Information

. 15.01. 168200

Oct 24 2018 11:40:09 CST

Host Online

If any other version, go to “Bios Update Instruction (Page 10)” and update directly.



BMC Update Instruction

1. Dedicate / ShareNIC LAN port should be connected Network Lane.
2. Server Mgmt--> BMC network configuration

Aptio Setup Utility - Copyright (C) 2019 American Megatrends, Inc.

¥ BMC network confizuration

3. You can see IP address in LAN Channel 2 / LAN Channel 8
Note: If you can’t see IP address, please refer to STEP 13 (Page 9).



fptio Setup Utility - Copyright (C) 2019 American Megatrends, Inc.

Configuration Address source [Unspecified]

4. Enter IP address on your browser. (Address is > https://[your IP])

Q hitps/10.1.5.89/#logir

American
GIGABYTE Megatrends
GA-C621-WD12

Oreemszs

HERTH

5. Click “Maintenance” and “Firmware Update”




C621-SD8

= A osync 2 Refresh 2 admin ~

Host Online

[quons. ]| Maintenance

# Dashboard

@® Sensor é B @ 0

Backup Configuration BMC Recovery Firmware Image Location Firmware Information

# Home Maintenance

© FRU Information

O System Infomation g G . O

|l Logs & Reports > Firmware Update Preserve Configuration Restore Configuration Restore Factory Defaults

& Settings O
~

& Remote Control System Administrator

8 Image Redirection
& Power Control

/& Maintenance

6. If your BMC Version is 15.01, when you update you’ll need upload a key.

. Firmware Information

. 15.01. 168200

Oct24 2018 11:40:09 CST

Host Online

Uploaded signimage Public Key Info
Tue Feb 4 02:30:58 2020

New signimage Public Key

Choose File | public.pem

€ 108155 says

7. Select “Update Type” to BMC, upload BMC file(*.ima_enc), and then click “Start



firmware update”

Select Firmware Image

Choose File | GA-C621-SU8_1.0_F1.4.0_BMC.ima_enc

Start firmware update

8. Check to preserve all configuration or not

Following are the Firmware update methods and components supported in this page.
» BMC Firmware update.
Update Type: BMC ~
Select Firmware Image

Browse... | SD8vFLima_enc

Start firmware update

Protocol Type: HTTPS

pghtive of the individual items marked as preserve/overwrite in the table below.

All configuration items below will be preserved as default during the restore configuration operation. Click "Edit
Preserve Configuration” to medify the Preserve status settings.

Edit Preserve Configuration

S.No Preserve Configuration Item Preserve Status
1 SOR Overwrite
2 FRU Overwrite
3 SEL Overwrite

serve all Configuration. This will preserve all the configuration settings during the firmware update -

= A

© Sync

# Home

T Refresh

Maintenance

A admin -

9. Click “OK” when prompted



We will start the firmware upgrade now. You will not be able to access BMC until it flashes and restarts.
Do you want to continue?

10. Select module section “Project Name” to upgrade

13 RSE

Uploaded signimage Public Key Info
Fri Dec 28 03:53:42 2018

New signimage Public Key

Section Based Firmware Update
All the module section versions in the existing image and uploaded image is same.

Version Comapre Flash Full Flash
Section Name Existing version Uploaded version Upgradable/Non-Upgradable
baot 12.0.000000 12.0.000000
conf 12.0.000000 12.0.000000
bkupcont 12.0,000000 12.0.000000
reot 12.0.000000 12.0.000000
osimage 12.0,000000 12.0.000000
W 12.0.000000 12.0.000000

gigabyte 20.178614 10178614 D

WARNING:Please note that after entering the update mode, the widgets, other web pages and services will not
work. All the open widgets will be automatically closed, If ancelled in the middle of the wizard,
the device will be reset only for BMC and BOOTAPP components Firmware update.

11. Click “OK”



Clicking 'OK' will start the section based upgrade operation of the firmware. Only selected sections of
the firmware will be updated. Other sections are skipped.

NOTE: Before starting flash operation, you are advised to verify the compatibility between image
sections. Do you wish to proceed?

Cancel

12. Click “OK”

Firmware reset has been called. Close the current session, and open a new session after a couple of
minutes.

Prevent this page from creating additional dialogs

If you can’t see IP address, please follow the step below -



13. Set Configuration Address source to DynamicBmcDhcp, and reboot.
Aptio Setup Utility - Copyright (C) 2019 American Megatrends, Inc.

Configuration Address source [Unspecified]

—— Configuration Address source
Unspecified
Static
DynamicBmchhecp
DynamicBmecNonDhcp

14. Or Set Configuration Address source to Static.

Please noted. IP & console side should be same subnet mask.
Aptio Setup Utility - Copyright (C) 2019 American Megatrends, Inc.

Configuration Address source [Unspecified]

—— Configuration Address source
Unspecified
Static
DynamicBmeDhop
DynamicBmcMonDhep




Bios Update Instruction

1. If you just update BMC FW, please wait BMC to restart (Please do not power off or
reboot)
2. Click “Maintenance” and “Firmware Update”

C621-SD8 = & A osync  ZRefresh & admin v

# Home Maintenance

Maintenance

# Dashboard

4 @ & i

Backup Configuration BMC Recovery Firmware Image Location Firmware Information

FRU Information

O System Infomation B a f 0

Logs & Reports > Firmware Update Preserve Configuration Restore Configuration Restore Factory Defaults

Settings @
e

e Cr il System Administrator

Image Redirection
Power Control

Maintenance

@ GIGABYTE

& A Notsecure | 192.168.50.237/#maintenance/firmware_update_wizard

GIGABYTE KM Sys... (5] GIGABYTE 2018, U.. REZ N GRMA Login

Dashboard Firmware Upd ate

Sensor

FRU Information

Note:
Following are the Firmware update methods and components supported
in this page.

* BMC Firmware update.

0 System Information

Logs & Reports

Settings
Update Type: BIOS v

Remote Control
Select Firmware Image

Image Redirection Choose File SU8F4.bin

Power Control Sta

irmware update

Maintenance WARNING:Please note that after entering the update mode, the widgets,
other web pages and services will not work. All the open widgets will be
automatically closed. If the upgradation is cancelled in the middle of the
wizard, the device will be reset only for BMC BOOT,and APP components of
Firmware,

Sign out

12. Click start



@ GIGABYTE x +

<« & A Notsecure | 192.168.50.237/#maintenance/firmware_update_wizard hnd

=

@ GIGABYTE KM Sys... (5] GIGABYTE 2018, U.. i GRMA Login

in this page.

Ll Logs & Report:
= el i * BMC Firmware update.

& Settings
Update Type: BIOS v

L Remote Control
Select Firmware Image

& Image Redirection Choose File SU8F4.bin

® Power Control

rmware update

# Maintenance

Protocol Type: HTTPS

= Sign

WARNING:Please note that after entering the update mode, the widgets,
other web pages and services will not work. All the open widgets will be
automatically closed. If the upgradation is cancelled in the middle of the

13. Click Flash

@ GIGABYTE

<« [€ A Notsecure | 192.168.50.237/#maintenance/firmware_update_wizard

@ GIGABYTEKM Sys... (<] GIGABYTE 2018, U... GRMA Login

in this page.

Il Logs & Report:
i » BMC Firmware update.

$* settings
Update Type:

[ Remote Control X
Select Firmware Image

8 Image Redirection Choose File SU8F4.bin
@ Power Control
# Maintenance

Protocol Type: HTTPS
& Sign

Flash BIOS

T RiGEing 100%

WARNING:Please note that after entering the update mode, the widgets,
other web pages and services will not work. All the open widgets will be
automatically closed. If the upgradation is cancelled in the middle of the

14. Finish, now you can reboot. Once the boot is successful, you may use shell update to F5 again.



@ GIGABYTE
& &4

@ GIGABYTE KA

192.168.50.237 says
BIOS update complete
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