Gigabyte_Server BMC(AMI) Web_ update BIOS SOP_R02

Step-1: Get BMC IP ( method-1) ( After system power on, can see BMC IP at left down side )

GIGABYTE

» to enter setup, <F10% play Boot Menu, <F12> Force Metwork Boot
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Step-1: Get BMC IP ( method-2) In BIOS setup page “Server Mgmt”

¥ BMC network configuration

Canfiiguration Address source [DynamicBmcDhep)
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Step-2 : Open Web browser and key in BMC IP, in this case, BMC IP is 10.1.6.88

Then key-in account and password ( admin / password )

& C @ FZ=2 | 10.1.6.88/#login
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Step-3 : Select and Click left side function icon “Maintain” ( Chinese font : %€ )
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Step-4 : Select and Click Firmware Update
& C @ F%Z| 10.1.688/4maintenance
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Step-5 : Select and Click Firmware Type : BIOS
&« c A FZEZ | 10.1.6.88/#maintenance/firmware_update
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¢« > C A F#£=| 10.1.6.88/#maintenance/firmware_update o % @
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BIOS need match SCP version, so BIOS and SCP need two update steps
BIOS and SCP Both can use BMC Web update.

You can found SCP folder in package , as below case : BIOS F16w match SCP_1.06a

Downloads > MP32-AR0_F16w3_web
el =8

RBU
SCP_1.06a
@ checksum.txt
m Gigabyte_Server_BMC(AMI)_Web_update_BIOS_SOP_R02.pdf
[[] imagehpm
@ Readme_BIOS_and_SCP_update.txt
i Relnotes_MP32-AR0_F16w3.pdf

Then upload hpm file ( as below case : MP32_ARO_scp_signed_1.06.20210615_SHA256.hpm )

Downloads » MP32-AR0_Fi16w3_web » SCP_1.06a

“ =15
[ ] MP32_ARO_scp_signed_1.06.20210615_SHA256.hpm
@ SCP_by_Hpm_ipmitool_update_step.txt

* HPM Firmware update supports the following components.
© BOOT and APP
o BIOS
o ME
o CPLD
* BIOS Firmware update

Select Firmware Image
HWIZTIE=E | MP32_AR0 zcp_signed_1.06.20210615_SHA256.hpm

Start firmware update

IThe dual image formation to be used for firmware update is displayed as follows.
Image to be Updated

Image

Preparing to flash...

Update All

List of Components
# Component Name Existing Version Uploaded Version

Upgrade

1 BOOTFW 0.00.0 1.06.20210615

Proceed



