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	IPMI Project Name:
	GA-6UASV3
	MB Version
	1.0
	BP Version
	              

	BMC Revision
	OLD:   1.16      NEW:   1.17
	Date / Time
	2013/05/28 10:58
	CheckSum
	0875h

	SMT BMC Revision
	OLD:   1.16      NEW:   1.17
	Date / Time
	2013/05/28 10:58
	CheckSum
	3711h

	SDR Revision
	OLD:   1.00      NEW:   1.01
	Date / Time
	2013/05/28 10:58
	CheckSum
	b7f2h

	FRU Revision
	OLD:   1.00      NEW:   1.00
	Date / Time
	2013/05/28 10:58
	CheckSum
	6763h

	ZIP Revision 
	OLD:   1.16      NEW:   1.17
	Date / Time
	2013/05/28 14:13
	CheckSum
	NA


Default WEB GUI user/password: 1. admin/Password1

	Utility List:

	Item
	Name
	Version
	Note

	1
	KCS.EXE
	1.00
	

	2
	SENSEL.EXE
	0.63
	

	3
	FRU.EXE
	0.44
	

	4
	BMCFWUD.EXE
	1.3.0.102
	BMC firmware update utility

	5
	SFLDRD.EXE
	1.24.3.112
	SDR/FRU update utility


F –Feature

B – Bug fixed

	Item
	Type
	Issue Description
	Note
	Utility Version
	Who

	1.17 (2013/05/28)

	1
	B
	Fix VMware SDR issue.
	
	
	Hann

	2
	B
	Fix SOL issue.
	
	
	Hann

	3
	F
	Remove user “root”.
	
	
	Hann

	1.16 (2013/01/30)

	1
	F
	Upgrade code base
	
	
	Allen

	1.15 (2012/11/13)

	1
	B
	Change wait 6 seconds to wait 12 seconds after power state change
	
	
	Allen

	2
	B
	Fix ChassisInit fail issue
	
	
	Allen

	1.14 (2012/08/03)

	1
	B
	Change logo.jpg to logo_left.png and disable change logo utility of WebUI
	
	
	Allen

	1.13 (2012/07/18)

	1
	F
	Add change logo utility
	1. DHCP
2. OEM cmd

3. WebUI
	
	Allen
Steve

	1.12 (2012/06/29)

	1
	F
	Change WebUI Name “技嘉” to “BMC”
	
	
	Allen

	1.11 (2012/06/27)

	1
	F
	Change WebUI Logo
	
	
	Allen

	2
	F
	Enable iKVM
	
	
	Allen

	1.10 (2012/04/19)

	1
	F
	Disable iKVM
	
	
	Allen

	1.07 (2012/03/13)

	1
	B
	Fix fault LED display control issue
	
	
	Allen

	2
	B
	Fix GC-IF1U6 front pannel issue
	
	
	Allen

	1.06 (2011/12/02)

	1
	F
	Disable iKVM
	
	
	Dylan

	1.05 (2011/12/02)

	1
	F
	Support SPI Flash Numonyx  N25Q128E
	
	
	Roy

	1.04 (2011/09/05)

	1
	B
	Fix SENSEL auto sent out event log when testing tool sensel.
	
	
	Dylan

	1.03 (2011/08/23)

	1
	B
	Fix CPU FAN will assert log when AC or DC cycle
	
	
	Dylan

	2
	B
	Fix CPU temp or SYS Temp will log event when run SENSEL.EXE at long time
	
	
	Dylan

	1.02 (2011/08/11)

	1
	B
	patch solution to prevent NVRAM_SEL00.dat from missing.
	
	
	Rex

	2
	B
	software De-bounce power button issue
	
	
	Rex

	3
	B
	Fix WEBUI can not apply changes at Trap Settings page and WEBUI can not apply changes at Network Interface Configuration page.
	
	
	Dylan

	4
	B
	Fix Fan speed is not match fan speed table in sensel tool and WEBUI.
	
	
	Dylan

	5
	B
	Update SENSEL.EXE utility 0.65
	
	
	Dylan

	1.01 (2011/08/04)

	1
	B
	Remove IPV6 support
	
	
	Dylan

	1.00 (2011/07/26)

	1
	B
	Fix fan critical alert and non-critical not mapping
	Update SDR table 04
	
	Dylan

	0.08 (2011/07/18)

	1
	B
	Fix fan speed control not mapping spec at SYS_Temp1/2, FP Temp
	
	
	Dylan

	2
	B
	Fix CPU temp some time will show NA
	
	
	Dylan

	3
	B
	Fix voltage sensor can’t log
	
	
	Dylan

	0.07 (2011/07/05)

	1
	B
	Fix NCSI issue
    
	1. NCSI disapper.

2. KCS can't work normally

3. FRB3 started, shutdown automatically.
	
	Rex

	2
	B
	Fix some time system LED working is incorrect 
	
	
	Rex

	3
	B
	Fix SEL log have 1970 year issue
	
	
	Rex

	4
	B
	Fix define LED array is not enough issue
	
	
	Rex

	4
	F
	Change to GIGABYTE project
	1. GIGABYTE logo
2. User/Password:admin/Password1,root/superuser

3. FRU string is GIGABYTE

4. Device ID Mfg is GIGABYTE 
	
	Dylan

	0.06 (2011/07/04)

	1
	
	Update new ADPS
	
	
	Rex

	2
	B
	Fix the CPU temp sensor and the voltage sensors can not be trigger with the log.
	
	
	Dylan

	3
	B
	Fix the Sys temp2 sensor will display a negative value when the temp higher the critical point
	
	
	Dylan

	4
	B
	Fix Fan policy area size define incorrect
	
	
	Dylan

	0.05 (2011/06/17)

	1
	
	Fan control policy not ready for validation
	
	
	Kate

	2
	
	[IPMI Regression_Channel] iKVM remote display function fail when set 1280x1024 resolution
	
	
	Kate

	0.04 (2011/06/02)

	1
	B
	Video size is changed as 32M
	
	
	Rex

	0.03 (2011/03/28)

	1
	B
	Fix sensel log has many error log when system running on/off cycle
	
	
	Dylan

	2
	F
	Fan control policy not ready for validation
	
	
	Dylan

	
	
	
	
	
	

	0.02 (2011/02/25)

	1
	F
	Update iKEY algorithm from Wistron. 
	
	
	Emerson

	2
	F
	BMC MAC Programming Support 
	
	
	Emerson

	3
	B
	Fix IPMI SDR table not ready for validation
	
	
	Kate

	4
	B
	Fix IPMI command "chassis power on/off/cycle" not work
	
	
	Kate

	5
	B
	Fix Front panel system status LED not work when system has error message
	
	
	Kate

	0.01 (2011/02/10)
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