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	Project Name

	MP30-AR0-SI-XX, MP30-AR0-XX, MP30-AR1-SI-XX, MP30-AR1-XX, MT30-GS0, MT60-SC0, MT70-HD0, H270-T70, T173-1M0-Y2, T173-2M0-Y2, T170-1M0-Y2, T170-2M0-Y2, R120-P30-XX, R120-P30-XX, R120-P31-XX, G220-P30-XX, R120-T30, RDTest-T30, R270-T60, R270-T61, R150-T60, R150-T61, G220-T60,

	Revision
	Release Date
	Checksum

	BMC
	OLD:   7.61  NEW:   7.62
	2016/5/6
	156D

	SMT
	OLD:   7.61  NEW:   7.62                     
	2016/5/6
	087C, 287C, 267C, 683C

	SDR
	OLD:   0.04  NEW:   0.04
	2015/10/26
	D59D

	ZIP
	OLD:   7.61  NEW:   7.62
	2016/5/6
	N/A


	DOS Utilities Version

	BMC Version
	FRU.exe
	SENSEL.exe
	KCS.exe
	bmcfwud.exe
	sdrfru.exe

	1.00 ~ now
	0.44
	0.70
	1.0
	1.7.0.141
	1.24.1.92


	GPU Card Support

	INTEL:

INTEL MIC 225W: 5110P

INTEL MIC 245W

INTEL MIC 270W: 31S1P

INTEL MIC 300W: 3120P, 7120P

NVIDIA:

M1060, M2090, M2070/2070A, M2075, M2050

K1, K2, K10, K20, K20X, K40/40M, K80, K340, K4000, K5200, M30, M60, M4
AMD:

S9150, S7150, W7100


F –Feature, B – Bug fixed
	No.
	Type
	Issue Description
	Note

	7.62 (2016/05/06)

	1
	F
	Hidden power supply event filter table in MP30.
	

	2
	B
	Fix CPLD version don't display issue.
	

	3
	B
	Fix G220-T60 can't get gpu temperature issue.
	

	4
	F
	When VIN_UV_FAULT bit enable, clear fault.
	

	7.61 (2016/04/12)

	1
	F
	Show BPB CPLD version in WebUI.
	

	2
	F
	PMBus read status first and clear fail.
	

	3
	B
	Fix RTC power ON time issue.
	

	4
	F
	Sync ID LED status with WebUI.
	

	5
	F
	PSU status and CPU VR fault have error count.
	

	6
	F
	Added OEM Command to Clear/Enable/Disable TPM and Set BIOS Password.
	

	7
	F
	Add PSU information for SMBIOS.
	

	8
	B
	Fix MT30 SYS_FAN FSC.
	

	9
	F
	Support Nvidia M4.
	

	10
	B
	Fix CPU present status and CPU temperature don't correct issue.
	

	11
	F
	CPU Throttled should not be logged on DC OFF.
	

	12
	B
	Fix read 3Y Power FRU error.
	

	7.60 (2016/02/18)

	1
	B
	Add patch for WDT reset.
	

	2
	F
	Modify Gratuitous ARP interval to 10sec.
	

	7.59 (2016/02/05)

	1
	B
	Fix P12V_CB no value error.
	

	2
	F
	Add RTC Power ON command.
	

	3
	F
	Add FTP ON/OFF/Status command.
	

	4
	F
	Add memory error LED function.
	

	5
	B
	Fix thermal trip no event issue.
	

	6
	F
	Implement BMC reset button by software.
	

	7
	F
	Show MB cpld version on WebUI.
	

	8
	B
	Fix cache information fail.
	

	9
	B
	Fix USB voltage leakage.
	

	7.58 (2016/1/4)

	1
	F
	Auto Detect PSU Slave Address.
	

	2
	F
	Added command to disable / enable VGA.
	

	3
	F
	Set default SSIF channel to i2c-11 for Cavium platform.
	

	4
	F
	Modify threshold of VR_P0_TEMP and VR_P1_TEMP for Cavium.
	

	5
	F
	APM's rom update save one space for MAC.
	

	6
	F
	Add copy BIOS_1 to BIOS_2 command for Cavium.
	

	7.57 (2015/12/17)

	1
	F
	Add beep test OEM command.
	

	2
	B
	Add patch for SSIF.
	

	7.56 (2015/12/10)

	1
	F
	<Cavium> Fixed bug of buffer overflow on BIOS MAC Address.
	

	7.53 (2015/10/26)

	1
	F
	Customized for P9 customer
	

	2
	F
	Customized for W2 customer
	

	7.52 (2015/10/08)

	1
	B
	[Broadwell-DE-SIT-PVT-MB10-DS0] Hardware usage always 0% under WEBUI hardware info
	Mantis: 23384

	2
	B
	[Ikvm viewer will drop when execute reboot under NCSI mode
	Mantis:23427

	3
	B
	[Greenlow-SIT-DVT] The Fan Fail feature at "SYS_FAN3" didn't effect on G211-H4G node
	Mantis: 23506

	4
	B
	[Common-Greenlow-SIT-EVT] The iKVM connection dropped automatically when executing power control action
	Mantis: 21794

	5
	B
	[Greenlow-SIT-DVT] The MAC address assigned as Share link will turn to 00-00-00-00-00-00 after many testing procedure  
	Mantis: 23444

	6
	B
	[Common-Greenlow-SIT-DVT] The EMS Virtual Mount program will drop connection after SUT warm-reboot
	Mantis: 23412

	7
	B
	[Greenlow-SIT-DVT] The CPU fan won't tune up when faced higher temperature the CPU reported
	Mantis: 23452

	8
	B
	[Common-Greenlow-EVT-MW21-SE0]Lan port I210 speed sometimes become 100M
	Mantis: 21999

	7.51 (2015/9/22)

	1
	B
	Fixed that firmware can’t update by Web Console
	

	2
	B
	Fixed Unplugged GPU Card Full Speed Issue
	

	3
	F
	Added OEM Command to control LED
	

	4
	F
	Implement CPLD Update Method.
	

	5
	F
	<G450> Change Restore Policy as DC OFF
	

	6
	B
	Fixed OEM Defined Fan Policy
	

	7
	F
	Aligned with latest CPLD firmware
	

	8
	F
	User can keep PHY link up/down depend on himself
	

	9
	F
	<R121-X31> Added Fan Policy
	

	10
	F
	<H270-F4G-ZB> Removed all backplane fans.
	

	11
	B
	Hidden hardware information web page if the platform is greenlow
	

	7.50 (2015/9/9)

	1
	F
	Update Avocent Code Base to EMS1.3.5
	

	7.09 (2015/9/7)

	1
	B
	<MH70-HD0> Fixed OCPII to have 4 fan monitoring by BMC
	

	2
	F
	Support M60 GPU Card
	

	3
	F
	Support MD80-TM1
	

	4
	F
	Support G450-BH0
	

	5
	F
	<GPGPU> Treat non-installed fans as unavailable to prevent event log
	

	6
	F
	Disable Keep PHY Link UP and it should be enabled by manually to avoid of 1G to 100Mhz
	

	7
	B
	[Broadwell-DE-SIT-DVT-G150-B10] DCMI test has some failures
	Mantis: 22295

	8
	B
	[Broadwell-DE-SIT-DVT-G150-B10] Riser CRSG020 temperature can't be detected by BMC
	Mantis: 23065

	9
	B
	[Broadwell-DE-SIT-DVT] The CPU Temperature always be "-48"~"-45" and assert the error events
	Mantis: 22917

	10
	B
	[Greenlow-SIT-DVT-MX71-MP0] DCMI test fail  
	Mantis: 22182

	11
	B
	[Greenlow-SIT-DVT-MW21-SE1]use BMC to flash BIOS,lan mac1 is disappear  
	Mantis: 22980

	12
	B
	[Common-Greenlow-EVT-MW21-SE0]Lan port I210 speed sometimes become 100M
	Mantis: 21999

	13
	B
	[Grantley-SIT-DVT] Press ID LED when BMC just finish initial ,ID LED will no function  
	Mantis: 23049

	7.06 (2015/7/20)

	1
	F
	Added four mode of fan policy
	

	2
	B
	Fixed UEFI Bug on the platform with 256M DDR memory
	

	3
	F
	Fixed MP30-ARx update BIOS Fail issue
	

	4
	F
	Return IPv6 Address for Open Rack.
	

	5
	F
	Re-open Fan Failed Function
	

	7.05 (2015/7/1)

	1
	B
	<MW21-SE0> Make Fan available
	Mantis: 22035

	2
	F
	<GPGPU> Remove Fan Mode for GPGPU
	

	3
	B
	Display IPv6 Address 2
	Mantis: 22137

	4
	F
	Added Compensating sensing method for ADC sensor
	

	5
	F
	<G150/G190> Added Fan Policy
	

	6
	F
	Re-Enable Fan failed policy
	

	7.04 (2015/6/15)

	1
	F
	Added SAS information
	

	2
	B
	Fixed PSU information is not stable on H270 Series model.
	

	7.03 (2015/6/2)

	1
	F
	Rename FRU and attached –XX if memory is 256M
	

	2
	F
	Rename BMC hostname as GIGABYTE-<BMC Mac Address>
	

	3
	B
	Fixed bug that web of BMC is crash sometimes.
	

	4
	F
	Remove NIC interface from web
	

	5
	B
	<G190-H44> Fixed: There is not have any item in currents under Web UI
	Mantis: 21977

	6
	B
	<R180-F28-L9> Fixed: HDD Driver Fault asserted  
	Mantis: 21686

	7
	B
	<MW21-SE0> Fixed: System Event Log have error
	Mantis: 21789

	7.02 (2015/5/22)

	1
	B
	<R180-F28-L9> Memory Installed Capacity show wrong value on Web UI
	Mantis: 21682

	2
	B
	<R180-F28-L9> HDD Driver Fault asserted  
	Mantis: 21686

	3
	B
	<R180-F28-L9> Temperature graph function abnormally
	Mantis: 21707

	7.01 (2015/5/11)

	1
	F
	<R180-F28-L9> Show the temperature of PSU 1 and PSU2 as Graphics.
	

	2
	F
	<R180-F28-L9> Show the Manufacture Name of NIC
	

	3
	F
	<R180-F28-L9> Update the current value of Power Consumption every 1 seconds
	

	4
	F
	<R180-F28-L9> Change the duration from hours to seconds
	

	7.00 (2015/4/29)

	1
	F
	From starting of 7.00, BMC firmware only applied on 256M Solution, Please DONOT apply it on 128M DRAM.
	

	3.13 (2015/4/21)

	1
	F
	<R180-F28-L9> Added HDD Status
	

	2
	F
	Added hardware information on Web UI (CPU, Memory, Storage, PSU, Server NIC MAC)
	

	3
	F
	Support MW21-SE0
	

	4
	F
	<R180-F28-L9> Show HDD Identify through pressing ID button.
	

	5
	B
	<MX11-PC0> Correct some SDR not matched with real name.
	

	3.12 (2015/4/08)

	1
	F
	<SGI> Set Failover mode as default
	

	3.11 (2015/3/25)

	1
	F
	BMC "Event Almost Full" not show non-critical log
	Mantis: 21151

	2
	B
	Single Board project has no fan policy
	Mantis: 21095, 20887

	3
	F
	Support G150-B10
	

	3.10 (2015/3/13)

	1
	F
	Changed System LED behavior, also refer BMC SPEC 1.05
	Mantis: 20382

	2
	B
	No Smart Fan and SPECPower too low
	Mantis: 20829, 20857

	3
	B
	[MP30] System idle mode event show memory temp error when BMC not detect memory sensor
	Mantis: 20779

	4
	B
	[MP30] Users quantity is not correct on BMC webUI with BMC 3.09
	Mantis: 20826

	5
	B
	[MP30] BMC lack FP_TEMP Sensor not match SDR Table
	Mantis: 21016

	6
	B
	[MP30] WebUI Platform Events reboot function fail
	Mantis: 20920

	7
	B
	[MP30] BMC users account quantity not match SPEC
	Mantis: 20897

	8
	B
	[MP30] IPMI Creat new User and Password fail
	Mantis: 20901

	9
	B
	[MP30] BMC 3.09 WebUI User Privileges can’t change
	Mantis: 20900

	10
	B
	[MP30] BMC3.09 WebUI can’t detect P_1V2_HUB sensor
	Mantis: 20821, 20795

	11
	F
	Support Fan Failed Feature for all System Project
	

	12
	F
	[GPGPU] Support Korean SPI Feature
	

	3.09 (2015/2/16)

	1
	F
	<MX71-MP0 & MX31-BS0> Support Greenlow
	

	2
	F
	<G250-XXX> Added GPU Health SDR
	

	3
	F
	<G250-XXX> GPU Fan will full spin once GPU becomes bad
	

	4
	F
	<SGI> Once NMI generated, BMC will reboot System
	

	5
	F
	<SGI> Added Chassis POH Command
	

	6
	F
	Report Fan Reading to ME
	

	7
	F
	Support BIOS 32M ROM for updated purpose
	

	8
	F
	Changes PSU threshold
	

	3.08 (2015/2/6)

	1
	B
	<G250-XXX> Added new policy for RA201-A Raid Card
	

	3.07 (2015/2/4)

	1
	B
	<G250-XXX> Remove PSU detection
	

	3.06 (2015/2/3)

	1
	B
	<G250-XXX> Fixed abnormal power button behavior
	

	3.05 (2015/1/27)

	1
	B
	"POST Memory Resize" event Named incorrect under WebUI system event table
	Mantis: 20412

	2
	B
	Test PSU Redundant sensel not show error log
	Mantis: 19115

	3
	B
	BMC remote KVM sudden disconnection occurs.
	Mantis: 20039

	4
	B
	<Open Rack> 1U1N No HDD Temp sensor
	Mantis: 20329

	5
	B
	<Open Rack> BMC No share NIC function
	Mantis: 20330

	6
	B
	<Open Rack> RMC get node temperature fail
	Mantis: 20334

	7
	B
	<Open Rack> Node always power on if last status is off
	Mantis: 20335

	3.04 (2014/12/26)

	1
	B
	<MN30-SR0> Use ipmitool command set boot method fails.
	Mantis: 20162

19875, 19856

	2
	B
	<MN30-SR0> Sensor anomalies, so the System Status LED displays an error
	Mantis: 20159

	3
	B
	<MN30-SR0> Temperature values cannot identify, cannot control the fan speed
	Mantis: 20145

	4
	B
	<MN30-SR0> Cannot read the CPU and DIMM temp
	Mantis: 20048

	5
	B
	<MN30-SR0> The number of fans and the M / B is not the same.
	Mantis: 20049

	6
	B
	Update BIOS Fail by webui.
	Mantis: 20005

	7
	B
	<G250-G50> Found some BMC errors on WEBUI
	Mantis: 20243

	8
	B
	Use ipmitool to changs chassis policy ,ipmitool will respond error
	Mantis: 19883, 20073

	9
	B
	Processor information "Max Speed" Incorrect on webUI under BMC 3.03
	Mantis: 20050

	3.03 (2014/11/21)

	1
	B
	Tesla K40 Tempature Sensor lost randomly when changing from another GPU card in AC on/off state.
	Mantis: 19807

	2
	B
	Use ipmitool to changs chassis policy ,ipmitool will respond error
	Mantis: 19888

	3
	B
	When CPU Temp 84°C, FAN speed 14000RPM down to 10400RPM.
	Mantis: 19890

	4
	B
	No event log under BMC when remove power core
	Mantis: 19615

	5
	B
	When remove power core,plug in again BMC not have log
	Mantis: 19830

	6
	B
	No event log under BMC when remove power core
	Mantis: 19400

	7
	B
	Use ipmitool to changs chassis policy ,ipmitool will respond error
	Mantis: 19883

	8
	B
	When CPU Temp 86°C~ 88°C, FAN speed 13600RPM down to 8000RPM
	Mantis: 19718

	9
	B
	BMC management port stress find an error message when fru print stress
	Mantis: 17599

	3.02 (2014/11/03)

	1
	B
	<2U4N> PSU Alert abnormal
	Mantis: 19708

	2
	F
	Support MN30-SR0 and MH70-HD1
	

	3
	F
	Support BIOS update by IPv6
	

	4
	F
	Get HDD Status by given ID
	

	5
	F
	Added Fan Threshold adjust through Web Console
	

	6
	F
	Added Re-driver function
	

	3.01 (2014/10/23)

	1
	B
	iKVM marcos Alt+Space doesn't work
	Mantis: 18913

	2
	B
	Some event logs information will have the words of "CPU1_TEMP"
	Mantis: 17397

17811

	3
	B
	ECC error event log imformation is uncorrect in Web_UI
	Mantis: 18092

18171, 18289

	4
	B
	BIOS Save Changes and Exit system hang after change the BIOS setting with BMC 3.00.
	Mantis: 19675

19736

	5
	B
	[Avoton-SIT-REG] Thermal-Trip event occur when press SW-PWR of board.
	Mantis: 19380

	3.00 (2014/10/13)

	1
	F
	Update IPMI Core solution
	

	2.01 (2014/10/07)

	1
	B
	[2u4N] Adjust 12V_Node Threshold
	

	2.00 (2014/10/03)

	1
	B
	[2u4N] Fixed PSU deassert/assert too many
	

	1.99 (2014/10/02)

	1
	F
	Support MD70-HB1
	

	2
	B
	[2U4N] Return Node Power Consumption for ME
	

	3
	B
	[2U4N] Modified Web UI of Power Consumption
	

	1.98 (2014/09/25)

	1
	F
	Remove Fan 2, 6, 8
	

	1.97 (2014/09/23)

	1
	B
	Added GPU Proc Temperature
	

	1.96 (2014/09/19)

	1
	B
	Modified VR threshold
	

	2
	B
	Remove HDD Temp1/2 and FP Temp
	

	1.95 (2014/09/15)

	1
	F
	Added OEM Command to return BPB ID.
	

	2
	F
	Added Nvidia K80 GPU Card and AMD Firepro
	

	1.94 (2014/09/15)

	1
	F
	Added SKU.xml Update for UEFI
	

	2
	F
	GPGPU: Added Nvidia K40 GPU Card
	

	3
	F
	Added BPB CBP-21G0 Support
	

	4
	B
	VR Voltage going low
	

	5
	B
	Fixed Fan control was lost issue
	Mantis:19503

	1.93 (2014/08/30)

	1
	F
	Support 2U4N Power Reading
	Mantis: 19350

	2
	B
	[2U4N] Can’t Detect Fan Reading
	Mantis: 19348

	1.92 (2014/08/28)

	1
	F
	Added None Logo for ZB Projects
	

	1.91 (2014/08/26)

	1
	F
	Adjust VR Sensor Threshold.
	

	1.90 (2014/08/25)

	1
	F
	Support BMC Default Loader
	

	2
	F
	Remove the M3 GPU Card from support list

M3 Driver is conflict with BMC I2C bus
	

	3
	F
	[MG50G20, MD90] Update Fan Policy
	

	4
	B
	Modified the unidentified mechanism in FSC
	

	5
	F
	Support NCSI Keep PHY Link Up
	

	6
	F
	[MN70N20] Modified VR Sensor
	

	7
	F
	Added Firmware Update for OEM Protocol
	

	8
	F
	iKVM support Java 7 update r51 or above
	

	9
	F
	Make Master Write/Read to support I2C8 ~ I2C13
	

	10
	F
	Fixed PEF not action
	Mantis: 18805

Mantis: 19178

	11
	F
	Fixed power button lose control after Power Cycle
	Mantis: 19162

	1.80 (2014/07/25)

	1
	F
	<MH70-HD0> Support new PDB and old PDB
	

	2
	F
	Support bmcprog 0.14
	

	3
	B
	WebUI the Processor and Memory Platform Events action control failure
	Mantis: 18805

	1.70 (2014/07/15)

	1
	F
	<MH70-HD0> Support new PDB
	

	2
	F
	Support R180 R280 System
	Mantis: 18831

	3
	B
	<MD30-RS0> Remove unused SDR
	Mantis: 18612

	4
	B
	<MD80-TM0> Change 1V0 as 0V67
	Mantis: 18658

	5
	B
	<Common> Can’t update 160 via Web UI
	Mantis: 18750

Mantis: 18753

Mantis: 18746

	
	
	
	

	1.60 (2014/06/23)

	1
	B
	Fixed the BMC not ready in some shared NIC only platform
	

	2
	B
	Change the frequency of accessing NM as 100Khz 
	

	3
	F
	Return Inlet air temperature to NM
	

	4
	B
	Added VR threshold value
	Mantis: 18112

Mantis: 17720

Mantis: 18013

Mantis: 18376

	5
	B
	The sensor did not match sdr table
	Mantis: 17819

	1.50 (2014/05/29)

	1
	F
	Added new platform: MN70-N20, MD30-RS0, MD80-TM0, MD90-FS0, MD50-LS0, 
	

	2
	F
	Fixed iKVM Drop issue
	Mantis: 17974

Mantis: 17960

Mantis: 18052

	1.40 (2014/04/29)

	1
	B
	Webui can't see sensor value ,but sensel tool can.
	Mantis: 18018

	2
	F
	Fan control Fail after flash BMC130
	Mantis: 18089

	.1.30 (2014/04/02)

	1
	F
	If fan is never plug-in, don’t treat it as failure case
	

	1.20 (2014/03/26)

	1
	B
	Can't displayed DIMM and CPU0 temperature
	Mantis: 17518

	2
	B
	The sensor did not match sdr table
	Mantis: 17819

	3
	B
	Added fan policy for GS-MH70-HD0-01
	

	4
	B
	Added Sensor P_1V2_LAN for MD70-HB0
	

	1.10 (2014/03/13)

	1
	B
	Fan Policy is not ready
	Mantis: 17552

	2
	B
	Fan Policy is not ready
	Mantis: 17721

	3
	B
	Remove 1V8 from MU70-SU0
	

	1.00 (2014/02/27)

	1
	F
	Modified sensor name of IR as VR
	

	2
	F
	Added Dedicated Only for MH70-HD0
	

	3
	B
	<9SISL> Fixed memory temperature issue.
	Mantis: 17038

	4
	B
	<9SISL> Fixed no CPU temperature issue
	Mantis: 17568

	5
	B
	Fixed lost of SMBIOS issue as booting/rebooting
	

	0.11 (2014/02/18)

	1
	F
	Enable Alert by default
	Mantis: 17380

	2
	F
	Modified System Status LED
	Mantis: 17375

	3
	B
	Can't displayed all DIMM temperature value
	Mantis: 16811

	4
	F
	Fan Policy is not ready
	Mantis: 17370

	5
	F
	Added IPv6 Set/Get
	

	6
	F
	Adjust the speed of I2C bus 2 as 1Mhz
	

	0.10 (2014/01/27)

	1
	B
	Adjust tCKLow of I2C bus 3
	

	2
	F
	Added policy to onboard fan
	Mantis: 17370

	3
	F
	Support MD70-HB0 Platform
	

	4
	F
	Added OEM Command for PM Bus switching
	

	5
	F
	Added policy for backplane fan
	

	6
	F
	Update the document of BMC firmware update
	

	7
	F
	Added Share Memory to communication with BIOS
	

	8
	B
	Fixed some test fail item of DCMI test
	Mantis: 17357

	0.09 (2014/01/20)

	1
	F
	<SKUXML> Added Write Selection
	

	2
	F
	<9SISL> Beep was no function
	Mantis: 16992

	3
	B
	<MD60SC> BMC power cycle stress will show voltage assertion
	Mantis: 17348

	4
	B
	SYS_FAN2 &SYS_FAN4 will stop when execute KCS 18 02
	Mantis: 17273

	0.08 (2013/12/31)

	1.
	F
	Adjust CPU related GPIO for v0.2 MB
	Mantis: 16811

	2.
	B
	Fix abnormal ADC sensor reading
	Mantis: 17131

	3.
	F
	Implement BMCPROG utility
	Mantis: 16943

Mantis: 17040

	4.
	B
	BMC Spec 0.13 fixes sol info issue
	Mantis: 17129

	5.
	B
	Adjust flashall.bat parameter
	Mantis: 17039

	0.07 (2013/12/13)

	1.
	F
	Support platform GA-9SISL-SI
	

	2
	B
	Fix BMC reboot issue
	Mantis:16854

Mantis: 16811

	3
	F
	Support wide screen
	Mantis: 16859

	0.06 (2013/12/06)

	1
	F
	Use Gigabyte logo and account/password
	

	2
	F
	Implement fault LED control
	

	3
	F
	Implement RTL8211E LED control
	

	4
	F
	Implement ID LED control
	

	0.05 (2013/11/12)

	1
	F
	Flash 16M -> 32M
	

	2
	F
	Enable LAN function.
	

	3
	F
	Enable power control function
	

	4
	F
	Implement on-board sensors
	


Known Issue

	No.
	Type
	Issue Description
	Note

	1
	B
	Web Console doesn’t interpret Log correctly from BIOS
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