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Flash MAC
1. Entering manufacturing test mode 

Command: kcs 18 05 64 52 45 4d 24 73 74 38
The green part is the default password. And please use the default password.
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2. Set Lan channel 1 default MAC configuration 

Command: kcs 30 01 01 05 00 01 02 03 04 05
The green part is the MAC address 00:01:02:03:04:05. So the MAC address should follow the bar code.
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3. Reboot BMC
Command: kcs 18 02
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4. Boot BMC and Clear User specified MAC 

Command: kcs 30 01 01 05 ff ff ff ff ff ff
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4. Get MAC Address
Command: kcs 30 02 01 05 00 00
[image: image5.png]:\B6UASUZ_7\OTHERS\TOOL\DOS>kcs 38 82 81 85 88 88
4 B2 @ 11(0B B1 B2 83 B4 85




The response data “ 00 01 02 03 04 05 “ is MAC address.
5. Switch LAN mode command:

KCS B8 CC 5E 2B 00 0C 01 01 dedicate nic

KCS B8 CC 5E 2B 00 0C 01 02 Share nic

===================================
Step1: Switch to share NIC

KCS B8 CC 5E 2B 00 0C 01 02
Step2: Entering manufacturing test mode
KCS 18 05 64 52 45 4D 24 73 74 38
Step3: Set MAC Address

KCS 30 01 01 05 XX XX XX XX XX XX
Step4: AC cycle and check MAC address

KCS 30 02 01 05 00 00

Step5: Switch to dedicate NIC

KCS B8 CC 5E 2B 00 0C 01 01

Step6: Entering manufacturing test mode
KCS 18 05 64 52 45 4D 24 73 74 38
Step7: Set MAC Address

KCS 30 01 01 05 YY YY YY YY YY YY
Step8: AC cycle and check MAC address

KCS 30 02 01 05 00 00
